


























W

ChinaPal

Prosto z Chin, do Twojej firmy

e

ERI0W/20W/30W

/50

e
W MOPA LASER MARKING MACHINE

Application Industry: gold and silver jewelry, sanitary ware,
food packaging, tobacco drinks, drug packaging, medical
equipment, glasses and watches, auto parts, electronic hardware,
etc.

Applicable materials: gold and silver, stainless steel,
ceramics, plastics, glass, stone, leather, cloth, etc. etc.

Product name: MOPA laser marking machine

Scope of marking: 110X 110/150 X 150/175X 175/200 X 200(mm)
Laser wavelength: 1060nm

Beam quality: m?<1.5

Minimum line width: 0.01mm

Minimum characters: 0.05mm

Product Features

Repeat accuracy: +0.001mm
Engraving line speed: <12000mm/s
Supply voltage: 220V/50HZ/10A
Cooling mode: Air cooling

Overall power: 200W

Repetition rate: <100KHZ

The all fiber structure design of laser ensures the high reliability of laser, without any optical elements for collimation adjustment, professional laser can play color
and black; the output power is stable, the optical mode is good, the beam quality is excellent, the marking speed is fast, the effect is good, and the efficiency is high,
which is one of the most advanced marking equipment at present; the operation is simple, no consumables, low energy consumption; the marking is more precise
Fine and clear, it has great advantages in the field with higher requirements for depth, smoothness and fineness; integrated design, with larger marking range, can
fully meet the needs of industrial continuous work, with fast speed, small volume and complete air cooling. Galvanometer, adopting German technology, has the
characteristics of high drawing efficiency and no distortion, which improves the speed and quality of optical fiber marking. It has high reliability, long continuous
working time, clear and complete marks, and can fully meet the mass and stable production of customers.
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Product name: Radio frequency marking machine Repeat accuracy: +0.01mm
Scope of marking: 210X210/300X300(mm) Minimum line width: 0.1mm
Laser: CO2 RF laser Supply voltage: 220V/50HZ/8A
Marking depth: 0.01-3mm visual material Cooling mode: Air cooling
Marking speed: Less than 7000mm/s Overall power: 600W

Laser wavelength: 1064nm Overall size: 80X 65X 145mm

r Application Industry: craft gift, food packaging, feed packaging, towel, medicine packaging, clothing
e accessories, leather, textile, rubber products, shell nameplate, etc.

Applicable materials: paper, leather, towel, cloth, plexiglass, epoxy resin, acrylic, wool products,

ceramics, crystal, jade, bamboo and wood products, etc.
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Product Features .

Adopting metal tube RF CO2 laser, high speed scanning galvanometer, high speed, high precision, small volume, suitable for mass production. The control
software of the machine is based on the windows interface and can be compatible with Coredraw, AutoCAD, Photoshop, illustrator and other software output files.
Power controlled by software, continuously adjustable, low processing cost, no need of any consumables, simple and easy to learn package. The power consump-
tion of the whole machine is low, only 20 cents per hour, saving time and power, reducing the production cost. Fully enclosed, compact device, maintenance free,
low working voltage, convenient and adjustable output power, excellent power stability, high operation reliability. The core components have long service life,
long continuous working time, clear and complete marks, which can fully meet the mass and stable production of customers.
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Application Industry: gold and silver jewelry, knife marking, lighter marking, lamp marking, chip marking, etc.
Applicable materials: gold and silver, stainless steel, ceramics, plastics, glass, stone, leather, cloth, etc.
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Technical Parameters

Product name: Flight marking machine Repeat accuracy: £0.001mm
Scope of marking: 110X 110/150 X 150/200 X 200(mm) Engraving line speed: <12000mm/s
Laser wavelength: 1060nm Supply voltage: 220V/50HZ/10A
Beam quality: m?<1.5 Cooling mode: Air cooling
Minimum line width: 0.01mm Overall power:  200W

Minimum characters: 0.05mm Repetition rate: <100KHZ

Product Features

The all fiber structure design of laser ensures the high reliability of laser, without any optical elements for alignment adjustment, and professional laser can play black
and color. With stable output power, good optical mode, excellent beam quality, fast marking speed, good effect and high efficiency, it is one of the most advanced
marking equipment at present. Simple operation, no consumables, low energy consumption; more precise and clear marking, which has great advantages in areas
requiring higher depth, smoothness and fineness. Integrated design, larger marking range, can fully meet the needs of industrial continuous work, fast speed, small
volume, complete air cooling. The compact size is suitable for bad ring and vibration environment. It adopts German technology and has the characteristics of high
drawing efficiency and no distortion, which improves the speed and quality of optical fiber marking. With high reliability, long continuous working time, clear and
complete marks, it can fully meet customers' mass and stable production.
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Product name: CO2 glass tube marking machine Repeat accuracy: £0.01mm
Scope of marking: 75-300mm (optional) Minimum line width: 0.1mm
Laser: Glass tube RF laser Supply voltage: 220V/50HZ/8A
Laser power: 80W /100W / 130W (optional) Cooling mode: Water-cooling
Marking speed: Less than 7000mm/s Overall power:  500W

Laser wavelength: 1064nm Repetition rate: <20KHZ

Application Industry: craft gift, food packaging, feed packaging, towel, medicine packaging,
clothing accessories, leather, textile, rubber products, shell nameplate, etc.

Applicable materials: paper, leather, towel, cloth, plexiglass, epoxy resin, acrylic, wool
products, ceramics, crystal, jade, bamboo and wood products, etc.

Product Features

Using the glass tube RF CO2 gas laser, it has higher power and higher photoelectric conversion. The control software of the machine is based on the windows inter-
face and can be compatible with Coredraw, AutoCAD, Photoshop, illustrator and other software output files. Power controlled by software, continuously adjust-
able, low processing cost, no need of any consumables, simple and easy to learn package. High quality laser tube, long service life, high beam quality stability,
safety and reliability. Fully enclosed, compact device, maintenance free, low working voltage, convenient and adjustable output power, excellent power stability,
high operation reliability. The core components have long service life, long continuous working time, clear and complete marks, which can fully meet the mass and
stable production of customers.




